Safety valve (P24)

- Adjust the safety valve working pressure. High pressure hose from high pressure pump
High pressure hose to the control panel O (approx. 55 bar) if the pressure reaches the maximum pressure,
o the overpressure water flows out. Plug l o

s

Produced drinking water to control punansna i

High pressure vessel with RO membrane <
The rubber seal on the Osmos membrane on this side
where the high pressure enters from the high pressure pump ’

High pressure hose

|

L Cartridge filter fine filter
‘ microns 5 and 20

q Flushing ) crersrnnrdernabisrerernnnneneneaes Salt water from safety valve cvevsrcrriiincrsic

L drinking water ) High pressure hose ——

Cartridge filter — Drinking water
carbon filter > Water tank
P10 '
Three-way crane for ‘ Drinking water

tap water and water tank :

Salt water &
preservative liquid
out to sea

Rinsing and
preservation pump

Bypass system
Adjust the pressure to about 1 bar
to make the pump calmer and draw less current

Seawater pump

(Feed pump) High pressure pump

seawater intake Not included




High pressure hose from high pressure pump

Plu A
High pressure hose to the control panel & l @

ﬁ'.
Produced drinking water to control

High pressure vessel with RO membrane <

h— The rubber seal on the Osmos membrane on this side
where the high pressure enters from the high pressure pump ’

High pressure hose

[ Flushing - o)
drinking water

High pressure hose ——

Cartridge filter — Drinking water
carbon filter > Water tank
@(D Safety valve (P24)
Connect the hose together with the
Three-way crane for ‘ Drinking water brine hose
tap water and water tank so any overpressure follows the same

path as other saline solutions

Cartridge filter fine filter
microns 5 and 20

L Brine

Salt water &
preservative liquid
out to sea

Rinsing and
preservation pump

Bypass system
Adjust the pressure to about 1 bar
to make the pump calmer and draw less current

Seawater pump

(Feed pump) High pressure pump

-
Not included

seawater intake




Alternative location
for the safety valve

High pressure hose to the control panel

Produced drinking water to control

High pressure vessel with RO membrane

The rubber seal on the Osmos membrane on this side
where the high pressure enters from the high pressure pump ’

m —12 |O High pressure vessel with RO membrane

@ The rubber seal on the Osmos membrane on this side
Plug (g - ‘ where the high pressure enters from the high pressure pump
| )
I High pressure hose p §
[ Flushing —4+—- Brine — — — — — - — - 1
drinking water High pressure hose — :
|
Cartridge filter — Drinking water I
carbon filter > Water tank |
[ |
@(D Safety valve (P24)
Connect the hose together with the
Three-way crane for ‘ Drinking water brine hose
tap water and water tank so any overpressure follows the same
path as other saline solutions
@ L y,
Cartridge filter fine filter
microns 5 and 20
L Brine
Salt water &
Rinsing and preservative liquid
. out to sea
preservation pump

Bypass system
Adjust the pressure to about 1 bar

to make the pump calmer and draw less current . é —

Seawater pump

(Feed pump) High pressure pump

-
Not included

seawater intake




	1: Singel panel
	2: Singel box
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